
Technical Data

Rated voltage (UN) 12 V 24 V
Operating temperature range -40 °C to +60 °C
Interference suppression Conducted class 5 (CISPR 25)

Protection class IP5K4K, IP9K (protected against dust and 
able to withstand high-pressure jet cleaners)

OWS Xenon Variants and Rotating Mirror Variants

OWS Multi-Reflectors

BRIEF INFORMATION
The Complete OWS System

➔➔ A choice of 4 different width variants and 3 different lighting systems in 12 or 24 V – 
offering the perfect solution for every kind of vehicle roof

➔➔ Wide range of housing covers available plus retrofit add-on functions
➔➔ Bespoke design options thanks to central panel enabling illuminated lettering (for use 
only if legally permissible –  not approved for public highways in Germany, Austria or 
Switzerland)

➔➔ Various attachment options, e.g. using a rubber base or a mounting system
➔➔ Controlled by single switches



Type Approval OWS

Lighting technology homologation  E1  00817

EMC protection e1  021309 
ECE R10 05 1309

General information ECE R65

Technical Data OWS-X

Rated voltage (UN): 12 V 24 V
Operating voltage (UB) 10 – 15 V 20 – 30 V
Current consumption for strobe-type beacon 2 x 3.5 A 2 x 1.6 A
Flash frequency 2 Hz double flash
Electrical flash energy: 10 + 2 Ws

Technical Data OWS and OWS-MR

Rated voltage (UN) 12 V 24 V
Operating voltage (UB) 10.8 – 13.8 V 21.6 – 27.6 V
Lighting current consumption 
 for central panel (only OWS) 4 A 2 A

Beacon current consumption 2 (4) x 4.7 A 2 (4) x 2.7 A
Speed 160 U/min

Product Picture Light Technologies

Halogen single-reflector system OWS

Xenon double-flash system OWS-X

Halogen multi-reflector system OWS-MR

Type Approval OWS-MR

Lighting technology homologation  E1  006516

EMC protection e1  021309 
ECE R10 05 1309

General information ECE R65

Type Approval OWS-X

Lighting technology homologation  E1  006517

EMC protection e1  021309 
ECE R10 05 1309

General information ECE R65



Product Picture OWS 540 Part Number Voltage

Rotating mirror 2RL 007 900-501 12 V

2RL 007 900-511 24 V

Rotating mirror with  
magnetic holder 2RL 007 900-521 12 V

Product Picture OWS 1000 Part Number Voltage

Rotating mirror 2RL 007 900-001 12 V

Xenon 2RL 007 900-121 12 V

Product Picture OWS 1400 Part Number Voltage

Rotating mirror 2RL 007 900-201 12 V

2RL 007 900-211 24 V

Xenon 2RL 007 900-221 12 V

2RL 007 900-241 24 V

Multi-reflector 1424 mm 2RL 007 900-701 12 V

Product Picture OWS 1600 Part Number Voltage

Rotating mirror 2RL 007 900-601 12 V

2RL 007 900-611 24 V

Xenon 2RL 007 900-631 24 V

OWS Xenon Variants and 
Rotating Mirror Variants

OWS Multi-Reflectors
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Product Picture Rubber Bases Part Number OWS 540 OWS /-X 
1000

OWS /-X 
1400

OWS /-X 
1600 OWS-MR

For slightly arched 
 vehicle roofs 9GD 862 080-001

Included in 
the scope 
of delivery
(For part 
number 
see spare 
parts)

x

For heavily arched 
 vehicle roofs 9GD 862 080-011 x

9GD 862 081-001 x

9GD 862 085-001 x

Product Picture Brackets Part Number OWS 540 OWS /-X 
1000

OWS /-X 
1400

OWS /-X 
1600 OWS-MR

For direct mounting 9XD 861 990-001 x

9XD 861 990-011 x

9XD 861 990-021 x

Product Picture Supports Part Number OWS 540 OWS /-X 
1000

OWS /-X 
1400

OWS /-X 
1600 OWS-MR

For welding on existing 
supports (to be used under 
the OWS or the bracket 
for direct mounting 
[9XD 861 990-...])

9XD 861 995-801 x x x x

Product Picture Fixed Mounting Part Number OWS 540 OWS /-X 
1000

OWS /-X 
1400

OWS /-X 
1600 OWS-MR

Mounting system kit 
(for screwing under the 
bracket for direct mounting 
[9XD 861 990-...])

9XD 857 445-801 x x x x

Product Picture Bulb Holders Part Number OWS 540 OWS /-X 
1000

OWS /-X 
1400

OWS /-X 
1600 OWS-MR

Including bulbs for 
central panel 
illumination

12 V 9FT 861 790-001* x x x

24 V 9FT 861 790-011* x x x

Product Picture Switch with indicator 
lamp Part Number OWS 540 OWS /-X 

1000
OWS /-X 

1400
OWS /-X 

1600 OWS-MR

1 switch for interior lighting, 
1 switch for operating beacon 
(To be ordered separately)

6ED 004 778-011 x x x x x

A variety of switches from the 
Hella range also available

6FH 007 832 series  
recommended x x x x x

* Use of central panel illumination only if legally permissible. 
Not approved in Germany, Austria and Switzerland. x = Not for OWS-X


