
BRIEF INFORMATION
Full Tone Horn B36

➔➔ Membrane to protect against penetrating humidity
➔➔ Fully harmonious sound across long distances in road traffic 
➔➔ Optimum tone colour when a treble and bass set is installed 
➔➔ Timeless industrial design

➔➔ Effective sound
➔➔ Guaranteed brand quality
➔➔ Practice-proven service life

Special features
➔➔ Greater voltage range available
➔➔ Optional Teflon pill to protect against humidity
➔➔ Variants with additional interference suppression available
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TECHNICAL DETAILS

Technical specifications

Diameter Volume Audio frequency Approval Voltage

113 mm 116 dB (A)  
@ 2 m 335 / 400 Hz ECE R28;  

 20024 **
12 V / 24 V /  
48 V / 80 V *

* Refer to the product overview for more information
** For design 12 and 24 V

Target groups

Bus Truck Agricultural machinery Passenger Car Forklift truck

Technical drawing

α

Drawing - connection A
6.3 mm flat plug, copper

Drawing - connection B
6.3 mm splashwater-proof  

copper flat plug in conjunction  
with rubber grommet  

9GT 700 452-005

Drawing - connection E
Splashwater-proof  

GERMAN plug DT 06-25

Drawing - bracket position
(exemplary representation)



PROGRAM OVERVIEW 
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3BB 002 768-661 12 335 / 400 A no no galvanised 155° Set

3BA 002 768-082 12 335 A no no galvanised 155° –

3BA 002 768-551 12 400 A no no galvanised 155° –

3BA 002 768-382 24 335 A no no galvanised 155° –

3BA 002 768-431 24 400 B no no galvanised 80° –

3BB 002 768-151 12 335 / 400 A yes no galvanised 155° Set

3BA 002 768-651 24 335 A yes no galvanised 90° –

3BA 002 768-201 24 400 B yes no galvanised 80° –

3BA 002 768-777 48 335 B yes Condenser galvanised 140° –

3BA 002 768-001 80 335 B yes Condenser galvanised 140° –

3BA 922 200-817 24 400 E no no galvanised 80° –

3BA 922 200-827 24 335  E no no galvanised 90° –
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