
 

  
 

BULLETIN 

Page 1 of 1 

© Hella  Pagid GmbH., Essen 

The reprinting, distribution, reproduction, exploitation in any form and disclosure of the contents of this document, even in part, is prohibited without our express 
written approval and indication of the source. The schematic illustrations, pictures and descriptions are for explanation  
and presentation of the document text and cannot be used as a basis for installation or design. All rights reserved. 

2016 

Volkswagen Bora 
Model: 2.0i Variant 
Model year: 2002-2005 
All models with ABS   
   

ABS warning light illuminates 
Error code: 1486 
System function test activated 

  

If the above error is discovered together with an illuminated ABS 
warning light, the ABS/ESP control unit will automatically initiate a 
function test. During this test, the transversal acceleration, pressure 
and longitudinal acceleration sensors are tested. One possible cause 
of the problem could be a previous repair or implausible sensor 
signals. 
In this case, a basic setting routine must be carried out.  

  

   

Basic setting    

Carrying out a basic setting routine 
1. Start the engine 
2. Forcefully press down on the brake pedal until the ABS/ESP 

warning light flashes. A brake pressure of at least 30 bar must 
be applied. 

3. Take a test drive lasting no more than 50 seconds at a speed 
between 15 and 30 km/h while steering around a corner that 
requires you to turn the steering wheel at least 90 degrees. 

4. The indicator lamps must be extinguished. 
5. Basic setting routine completed. 

The error is automatically cleared following a successful basic setting 
routine. 
The ABS/ESP system must not actively intervene during the test drive! 

  

   

Note   

This information can also be applied to other models of this brand that 
experience the same type of error. 

  

   

 


